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 The performance of the product identified above is in conformity with the set of declared performances. This declaration of 
performance is issued under the responsibility of the identified manufacturer. 

 

DECLARATION OF PERFORMANCE 
DoP C004-ENG-Z10Z1MZ1_rev06  

PRODUCT CODE Manufacturer: 
 

TÉCNICAS DEL CABLE S.A. 
PI El Sequero, Nave 63                                             

26509 Agoncillo, La Rioja (Spain)                             

Tel. +34 941 486 125                                                    

Fax: +34 941 486 098                                              

Email: info@tecnicable.com                    

Z1OZ1MZ1(AS) (300/500V)  
Z1OZ1MZ1(AS) (450/750V) 

CONSTRUCTION PRODUCT IDENTIFICATION 

Z1OZ1MZ1(AS) (300/500V) de acuerdo UNE-EN 50288-7. 
Z1OZ1MZ1(AS) (450/750V) 

PRODUCT RANGE 

Sections Rated Voltage 

2x2x0,5 mm²; 6x2x0,5 mm²; 8x2x0,5 mm²; 12x2x0,5 mm²; 18x2x0,5 mm²; 
24x2x0,5 mm²; 6x2x1 mm²; 12x2x1 mm²; 24x2x1 mm²; 2x1,5 mm²;         
3x1,5 mm²; 4x1,5 mm², 2x2x1,5 mm²; 6x2x1,5 mm²; 12x2x1,5 mm²; 
24x2x1,5 mm²; 2x2,5 mm²; 3x2,5 mm². 

300/500V 

2x2x0,5 mm²; 6x2x0,5 mm²; 12x2x0,5 mm²; 24x2x0,5 mm²; 2x1,5 mm²; 
3x1,5 mm²; 2x2x1,5 mm²; 6x2x1,5 mm²; 12x2x1,5 mm²; 24x2x1,5 mm². 
 

450/750 V 
 

TRACEABILITY 

Production order or request number as shown in the product documentation. 

PRODUCT EXPECTED USE 

Energy supply in buildings and other construction sites with the goal of restrict the generation and spread 

of fire and smoke. 

 

 

 

 

 

 

 

DECLARATION OF PERFORMANCE 

Harmonized technical specifications EN 50575:2015+A1:2016 

Fire reaction Cca-s1b-d1-a1 

System of assessment and verification of 
constancy of performance (AVCP) 

System  1+ 

Dangerous substance NPD 

Notified body AENOR 
 

Signed for and behalf of the manufacturer by: 

Marcos Extremiana Daroca 

Product Manager 

September 2020 
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